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Speci�c ation

• Manuf acturing c onf orms with A STM A234WPB and   
MSS-SP95

• The mat erial c onf orms t o the requirements o f Grade B  
Seamless pipe and/or hot rolled lo w t o medium c arbon 
barst ock.

• The electro-galv anzied c oating c onf orms t o ASTM B633-86 
Type III Class III

• Base on w orking pressure f ormulas from which the end 
user ma y choose t o det ermine the required schedule o f the 
piping s ystem

• The chemic al and ph ysical properties o f the r aw mat erial 
fall within the r anges list ed below.

Tensile
Marking Sy mbol

A234A-00 WBP - Ph ysical Requirements

35,000 PSI Min

Yield

197 Max

HBN

.03 Max

C

A234A-00 WBP - Chemic al Composition Requirements

.29 - 1.06

MN

.05 Max

P

.058 Max

S

.10 Max

SI

.40 Max

CR

.15 Max

MO

.40 Max

NI

.40 Max

CU

.08 Max

V

.02 Max

CB

Standa rd Bull Plug

Size Weight

1/8 2 0.10

L

L

1/4 2 0.11

3/8 2-1/4 0.14

1/2 2-1/2 0.33

3/4 2-3/4 0.50

1 3 0.66

1-1/2 3-1/2 1.20

1-1/4 3-1/4 1.00

2 4 2.30

2-1/2 5 3.00

3 6 4.50

4 7 7.50
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XH Bull Plug

Size Weight
1/8 2 0.10

L

L

1/4 2 0.11
3/8 2-1/4 0.14
1/2 2-1/2 0.33
3/4 2-3/4 0.50
1 3 0.66

1-1/2 3-1/2 1.20
1-1/4 3-1/4 1.00

2 4 2.30
2-1/2 5 3.00

3 6 4.50
4 7 7.50

XH Bull Plug with Tap

Size Weight
2 x 1/4 Tap 4 2.16

L

2 x 1/2 Tap 4 2.16

5 8-1/2 7.50
6 10 7.50
8 11 7.50


