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Specification
• Manufacturing conforms with ASTM A234WPB and   

MSS-SP95
• The material conforms to the requirements of Grade B  

Seamless pipe and/or hot rolled low to medium carbon 
barstock.

• NPT threads conforms to ANSI/ASME B1.20.1, API 5B
• The electro-galvanzied coating conforms to ASTM B633-86 

Type III Class III
• Base on working pressure formulas from which the end 

user may choose to determine the required schedule of the 
piping system

• The chemical and physical properties of the raw material 
fall within the ranges listed below.

Tensile
Marking Symbol

A234A-00 WBP - Physical Requirements

35,000 PSI Min

Yield

197 Max

HBN

.03 Max

C
A234A-00 WBP - Chemical Composition Requirements

.29 - 1.06

MN

.05 Max

P

.058 Max

S

.10 Max

SI

.40 Max

CR

.15 Max

MO

.40 Max

NI

.40 Max

CU

.08 Max

V

.02 Max

CB

 L
 

X Heavy Swage Nipples

Size Weight
1 x 1/4 3-1/2 0.44

L

Size Weight
2 x 3/4 6-1/2 2.23

L

1”

2”

1 x 1/2 3-1/2 0.44

2 x 1 6-1/2 1.94
2 x 1-1/4 6-1/2 2.76
2 x 1-1/2 6-1/2 3.42
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 L
 

Size Weight
3 x 1 8 4.63

L

3 x 2 8 4.63

3”

Size Weight
4 x 1 6-1/2 7.94

L

4 x 2 6-1/2 8.77

4”

Size Weight
5 x 3 11 16.75

L

5 x 4 11 17.42

5”

Size Weight
6 x 2 12 28.42

L

6 x 3 12 27.56
6 x 4 12 25.46

6”

Size Weight
8 x 3 13 41.71

L

8 x 4 13 40.48
8 x 5 13 40.34

8”

8 x 6 13 39.64

4 x 3 6-1/2 7.72


